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dello:

modello TULIPANO

model:

codice:

code: 1 683

design: Lux Studio

anno - year: 2021

tipologia: lampada a sospensione

tipology: suspension lamp

materiali: struttura in alluminio, diffusore in
vetro opalino soffiato

materials: aluminum structure, blown opal
glass diffuser

luce: diretta

light: direct

sorgente luminosa: /XW LED 3W 278im 2700K

light source:
/WW LED 3W 315im 3000K
4000K su richiesta
4000K on request

life: > 50.000 h

step MacAdam: 3

Indice di Resa Cromatica: >80

Color Rendering Index:

grado IP - |P grade: 20

peso netto: 0,20 Kg

net weight: ’

Dimensioni - Dimensions

27

cable max 500 cm

finiture - finishes:

.02 nero - interno bianco

.25 dorato satininato - interno bianco
.02 black - in white

.25 golded satin - in white

marcatura:
marking:

Ce

simboli costruttivi:
symbols:
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0614/1 0614/2 0614/R 0614/4
IN: 50/60Hz 220-240V IN: 50/60Hz 220-240V IN: 50/60Hz 220-240V IN: 50/60Hz 220-240V
OUT: 1 Tulipano OUT: 2 Tulipano OUT: 1 Tulipano OUT: 4 Tulipano
@11cm @11cm @9cm @20 cm
H 3cm H 3cm H 3cm

. X Rosone per cartongesso con alimentatore - 1 lampada
Rosone per sospensione Rosone per sospensione Plasterboard ceiling rose with converter - 1 lamps Rosone con driver integrato - 4 lampade
con driver integrato senza cavo - 1 lampada con driver integrato senza cavo - 2 lampade Dimmerabile su richesta
Ceiling rose for suspension Ceiling rose for suspension Seiling rose with driver - 4 lamps
with driver without cable - 1 lamp with driver without cable - 2 lamps Dimmable on request
Colore Colore Colore Col
01 Bianco - Whte 01 Bianco - White 01 Bianco - Whie o .

. .01 Bianco - White

.02 Nero - Black 02 Nero - Black .02 Nero - Black

.02 Nero - Black

W@ W@@ 0] = @7,5cm W@ 1,20 Kg
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Accessori - Accessories

0614/6 0614/9 0302

IN: 50/60Hz 220-240V IN: 50/60Hz 220-240V @50 cm

OUT: 6 Tulipano OUT: 9 Tulipano H 1cm

@27 cm @38 cm

H 3cm H 3cm Arco in metallo per composizioni a 2 lampade
Rosone con driver integrato - 6 lampade Rosone con driver integrato - 9 lampade Metal arch for compositions with 2 lamps
Dimmerabile su richesta Dimmerabile su richesta

Ceiling rose with driver - 6 lamps Ceiling rose with driver - 9 lamps

Dimmable on request Dimmable on request

Colore Colore Colore

.01 Bianco - White .01 Bianco - White .02 Nero - Black

.02 Nero - Black .02 Nero - Black .25 Dorato satinato - Golded satin
\/ 120kg /[ 240Kg

0614/6 0614/9
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0615/6 0615/12 0616/4 0616/6

IN: 50/60Hz 220-240V IN: 50/60Hz 220-240V IN: 50/60Hz 220-240V IN: 50/60Hz 220-240V

OUT: 6 Tulipano OUT: 7-12 Tulipano OUT: 4 Tulipano OUT: 6 Tulipano

@ 27cm @38 cm L 75¢cm L 105 cm

H3,5cm H 4cm H6,8cm H6,8cm

Rosone con driver integrato 3-6 lampade Rosone con driver integrato 7-12 lampade Rosone con driver integrato - 4 lampade Rosone con driver integrato - 6 lampade

Dimmerazione PUSH, DALI, 1...10V su richesta Dimmerazione PUSH, DALI, 1...10V su richesta Dimmerazione PUSH o DALI su richesta Dimmerazione PUSH o DALI su richesta

Ceiling rose with driver 3-6 lamps Ceiling rose with driver 7-12 lamps Ceiling rose with driver - 4 lamps Ceiling rose with driver - 6 lamps

PUSH, DALI, 1...10V dimming on request PUSH, DALI, 1...10V dimming on request PUSH or DALI dimming on request PUSH or DALI dimming on request
Colore Colore

Colore Colore .01 Bianco - White .01 Bianco - White

.01 Bianco - White .01 Bianco - White .02 Nero - Black .02 Nero - Black

.02 Nero - Black .02 Nero - Black

WS 110Ky /[ 1,30 Kg

/) 050Ky \F/[ 1,80 Kg
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Accessori - Accessories

0612 0304 0616/4 0616/6
@1,4cm @50 cm

H22cm H 1cm

1 Deviatore e decentratore Anello in metallo per composizioni

1 Displacement element da 3 a 6 lampade

Metal ring for compositions from 3 to 6 lamps

Colore Colore
.01 Bianco - White .02 Nero - Black
.02 Nero - Black .25 Dorato satinato - Golded satin
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Accessori - Accessories

0305 I
Kit elemento di giunzione tra rosoni con cavi /

Kit: connectors with wires
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