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0952   2 Kg

0951   1 Kg

50/60Hz   200-240V 

F
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.01  .02

.01  .02

Rosone completo di  driver - 2 Spirits 
Ceiling rose with driver - 2 Spirits

Rosone completo di driver - 1 Spirits 
Ceiling rose with driver - 1 Spirits

48

24x24

24
3

3

0953   3,8 Kg

230V 

F

.01  .02

Rosone completo di  driver - 4 Spirits 
Ceiling rose with driver - 4 Spirits

48x48

3

0954   0,7 Kg
Rosone per cartongesso con driver - 1 Spirits  
Plasterboard ceiling rose  with driver - 1 Spirits

4,
5

Ø 9

7,5 cm.

SOLO COLLEGAMENTO IN SERIE - ONLY SERIAL CONNECTION

rosoni e accesori - ceiling roses and accessories
Rev. 12/05/2021

0605

1 Deviatore e decentratore
1 Displacement element

Ø 1,7 cm

.01  .02

.01  .02

50/60Hz   200-240V 

2,
2

Cavo di 250 cm
Cable of 250 cm 

Dimmerabile su richiesta

Dimmable on request

Dimmerabile su richiesta

Dimmable on request

Dimmerabile su richiesta

Dimmable on request
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